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Safety Instructions for MSR PRO
Thanks for your purchasing our OSAYDE credit card
reader writer. Please read the Operating Instructions

carefully before using this product and keep it properly

for future enquiries.




Packing List:
Confirm the following parts. Please feel free to contact

the seller If anything is missing.

1 | MSR Pro 1
2 | USB Cable 1
3 | Blank Magnetic Cards 20
4 | Cleaning Card 1
5 | 8GB U Disk (HMI) 1
6 | MSR Pro User Manual 1




1 .HMl installation instructions

® Choose U disk into the Windows system driver.
Select the windows installation MSR Pro HMI
installation. Double-click the MSR Pro Setup, click

next --- run software to -finish, the desktop

generates shortcut menu icon,

MSRXO

) Choose U-disk driver In the Mac OS system.
Select Mac OS and click MSR Pro.APP into the
man-machine interface. It  is the same operation
procedure as Widows system. Mac OS HMI system
default password (0000).

PS: The link of software installation:
http://www.osayde.com/wp-content/uploads/2016/10/0S
AYDE-MSR-Pro.zip



2. Connect the device:
MSR PRO Magnetic Card Reader Writer device

connection direction as shown:

L= () (=

"

3. Usage Method
(Take the windows system as an example):
Connect the card reader writer device to computer
correctly , and you can operate this device as follows:
(1).Power Test via USB port
After the USB port is plugged into the interface of
computer, red and green indicator lights alternate

flashing when power is on .



(2). Confirm by connecting the device

Open the desktop shortcut menu to display as follows.

It will show "device online" on the Message when

connecting correctly.

= B3
Message
| Device Online! Magnetic Stripe Card
Reader/Writer
[JTrackl 210 BPI 7 BPC Odd Parity 0 REVH2.30
Select Card Type
OLo-co
(®HiCo
Select Data Type
[]Track2 75 BPI 5BPC Odd Parity 0
Write Read
Copy Compare
[JTrack3 210 BP1 5 BPC_Odd Parity 0
Write Read
From File To Fie
Seqg.Write Setup...
Erase Change
Password
Exit




(3). Write Data

Data_Type corresponds to Enter the corresponding
characters on track 1,2,3; Click the Write
button ,Select a blank card with magnetic stripe down
facing your own direction .Swipe the magnetic card at a
stable speed from right to left on the card slot, and data
will be displayed on the corresponding track.

The maximum character of track 1,2 ,3is 76, 37 ,

104.

Message Cannect Device
[HiE |
I~ Trackl 210BFi 7 BPC Odd Party [0
T YV R R YRRy E YR E F YN E B RV E R YV NURE RN RV UFRUFEIN RIW: REVHZ 39
1111111111111
Card! 150 Dot
TS e
 Hita
I~ Track2 75 BF §BPC Odd Parity 7
[EEEREUEEEEE R REREREEEEREREREERETEN] Wie | Bead |
s | Bexd
Erom Fi TgFie
Seg Write| Compere
Erase Copy
I~ Trackd 210BFi 5 BPC Odd Parny 104
TITILIITI T I LTI T L1131 11111111 Canky
1111111111101 111 111001111112 00 111111110111 111110 Duvie
Sl
Bassnend
fles




(4). Read Data

Click the Read button , swipe the magnetic
card at a stable speed from right to left on the card slot,
with magnetic stripe down facing your own direction.card

Data will be displayed on the corresponding track.

7 - [Bf|

RiW- REVH2 39




(5). Erase data
Click the

button, swipe the magnetic card

at a stable speed from right to left on the card slot, with

magnetic stripe down facing your own direction. card

Data will be cleared.

- [E]

Message

™ Trackl 2108FI 7 BPC Odd Parity

™ Track? 75BPI 5BPC Ocld Parity

™ Track3 210BPI 5 BPC Odd Parity

Connect Device

HID -

Rfw: REVHZ2.39
Card: 130 Data

* Hi-F .

Config.
Device
Set
Password

T Bt |




(6). Set up the Administrator Password:
) ‘ Change
Click the| password button , enter your password
and confirm it . Click "ok" to complete password

protection.

Message

Device Online! Magnetic Stripe Card

Reader/Writer
["1 Tracki 210 BPI 7 BPC Odd Parity 0 REVH2.39

Select Card Type
O LloCo
© Hi-Co

Password Dialog Select Data Type
© 150

[ Track2 TS © AAMVA

Enter Password: | ) Ca DMV

&)
‘ B \S Re-Enter Password: © User Type
) Raw Data

Copy Compare
0
Write Read
Ffom File To File

Change
Password

["1Track3 210 BPI 5 BPC Odd Parity

10



4. Routine Maintenance:
Magnetic card reader writer needs maintenance in
daily use to ensure its reliable operation .
Method as follows:
(1).Clean the head:

Clean the head as follows before using or many times
of reading and writing errors:Use the dry cleaning card
close to the head to swipe on the slot for 5-10 times.

(2).Clean the guide slot

1) Put the cleaning card wrapped gauze into the edge
of guide slot .

2)Insert the clean card into the edge of head and
clean on both sides of the head back and forth.

3)Be careful not to leave any fibers in the slot or head

after cleaning.

11



** Attention: This instrction manual try to keep the
accuracy and precision of the information. The picture
and the content are just for your reference. Please be
subject to the actual products if anything different or
updated. Good suggestions are welcomed so that we
can improve our products and service.

For more information about us,please visit our website
www.osayde.com
Thank you very much for choosing OSAYDE
Company Name: SHENZHEN HTT CO.,LTD
Add :B602 HuaChuangDa Building , Xinghua YiLu,42#
District ,Bao'an ,shenzhen ,China
TEL:0086-0755-29354651
FAX: 0086-0755-29354655
Email:sales@osayde.com
Standard Compliance :1SO7811.1SO7816.ROHS.CE and
FCC

www.osayde.com
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Sicherheitsanweisungen fir MSR PRO
Vielen Dank, dass Sie unser OSAYDE Kreditkarten
Lese-/Schreibgerat gekauft haben. Bitte lesen Sie das

Benutzerhandbuch sorgféltig durch, bevor Sie dieses

Produkt nutzen und behalten Sie es fur kunftige Fragen.

14



Verpackungsliste: Bestéatigen Sie die folgenden Teile.

Kontaktieren Sie im Falle fehlender Teile bitte den

Verkaufer.
1 | MSR Pro 1
2 | USB kabel 1
3 | LeereMagnetkarten 20
4 | Reinigungskarte 1
5 | 8GB U Disk (HMI) 1
6 | MSR Pro Benutzerhandbuch 1
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1 .HMI Installationsanweisungen

Wahlen Sie U Disk im Windows
Systemlaufwerk. Wahlen Sie die Windows Installation
MSR Pro HMI Installation. Doppelklick auf das MSR Pro

Setup, klicken Sie weiter --- fiihren Sie die Software aus -
fertig, der Desktop generiert Verkniipfungen,

HTII» ﬁ

Labstzbae
Choose U-disk drive Inthe Mac OSsystem.Select Mac

OSandclick MSR Pro.APP intothe man-machineinterface.
Itisthe same operationprocedureasWidowssystem.Mac
OS HMI systemdefaultpassword (0000).

PS: Der Link der Softwareinstallation:

http://www.osayde.com/wp-content/uploads/2016/10/0S
AYDE-MSR-Pro.zip

16



2. Verbinden Sie das Geréat
MSRPro MagnetischesLese-/Schreibgeréat

Verbindungsanweisungen wie angezeigt:

3. Nutzungsmethode
(Windows System als Beispiel herangezogen)
Verbinden Sie das Lese-/Schreibgerat korrekt mit
dem Computer und betreiben Sie das Gerat wie folgt:
(1). Stromtest via USB Anschluss
Stecken Sie den USB Stecker in die Oberflache des
Computers, ein abwechselndes Blinken von roten und
grunen Indikatoren zeigt an wenn der Strom

eingeschalten ist.
17



(2). Bestatigung durch Verbindung des Gerats

Offnen Sie den Desktop Shortcut um das folgende

anzuzeigen. E ! Die Nachricht wird .Gerat

NMSRX6

online* anzeigen, wenn die Verbindung korrekt erstellt

wurde.

Message

[Device Onlne!

[ Tracki 210 BPI 7 BPC Odd Parity

[Track2 75 BPI 5BPC Odd Parity

[ Track3 210 BP1 5BPC Odd Parity.

18

L~ ]
Magnetic Strpe Card
Reader/Writer
REVH2.39
Select Card Type
Ovo-co
®Hico
Select Data Type
(O User Type
ORaw Data
Write Read
Copy Compare
Write Read
From Fie To Fiie
Seg.Write | Setup...
Change
=) Password
Exit



(3). Daten schreiben

Data_Type entspricht der Eingabe der
entsprechenden Zeichen auf Track 1, 2, 3;Klicken Sie auf
den | Wiie Button, wahlen Sie eine blanke Karte mit
nach unten zeigendem magnetischem Streifen.
Ziehen Sie die Karte in einer konstanten Geschwindigkeit
im Kartenschlitz von rechts nach links — die Daten auf
dem entsprechenden Track werden angezeigt.

Die maximale Zeichenanzahl von Track 1, 2, 3 ist 76, 37,

Message Connect Device:
[ ]
Trackl 210BR 76PC Odd Paity i3
TITIIII1I1 T LI T I 1131111111111 11 111111011 RW: REVHZ 39
1111111111110
Card 150 Dol
o) Data Iype
 Hico

Track? 75BP1 §BPC Odd Parity

1111111111111 1111111111131 Bead
24

Seg Witle| Compare

Emse | Copy ‘

Track3 210 B § BPC Odd Pty 104
11111111111111111111111111111111111111111111131111L Dot l

11111111111111111111111111110111111111 11111111111
Sat
awerd

few ‘
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(4). Daten lesen

Klicken Sie den Read Button, ziehen Sie die

Karte mit nach unten zeigendem magnetischem Streifen
in einer konstanten Geschwindigkeit im Kartenschlitz von

rechts nach links. Die Daten auf dem entsprechenden

Track werden angezeigt..

1 1]
Hessae Cormext Devce:
Read Card ¢2> O

HD =
T Trackl 7BPC OddPanty 78
RMW- REVH2 39
1111111111111 1111111111111111111111111 11111111
111117 Cand: IS0 Data

1111111111111

Cleto
Data Type
& HiCo A
I Track? 5EPC OddPany £
111111111111 FEVEEEETEEERTRNEEEREEEN] 117
Wile Read

Fomfie | ToFie
Sag Witz | Compar
Ersss Copy
I” Track3 5EPC OddPariy 106
111111111111 TIIIIILLLLLILILLI 1111111111111 Confg.
1111111111111 1111111111111 1111111111111 Devee
1117
Set
Passwod
e
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(5). Daten léschen

Klicken Sie den

Karte mit nach unten zeigendem magnetischem Streifen
in einer konstanten Geschwindigkeit im Kartenschlitz von
rechts nach links. Die Daten auf dem entsprechenden
Track werden entfernt.

i 9 [=1E

blessage Conneet Device:

‘ HID
" Track! 210BPI 7BPC Odd Parity 0

RMW. REVH2.39
Caret 150 Data

= Erosc

" Track? 75B8PI 5BPC Odd Parity 0

Config..
Device
Sat
Password

T Est |

" Trackd 210 BRI 5 BRC Odd Parity 0
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(6). Administratoren passwort setzen:| <1209 Klicken
Sie geben Sie Ihr Passwort ein und bestatigen Sie dieses.
Klicken Sie auf ,OK* um den Passwortschutz zu

vervollstandigen.

Message
Device Online! Magnetic Stripe Card
Reader/Writer
[ Trackt 210 BPI 7 BPC Odd Parity 0 REVH2.39
Select Card Type
© Lo-Co
© Hi-Co
Password Dialog e
© 150
[ Track2 e © AAMVA
E"_:?\S Enter Password: | ‘; Ca DMV
WY renterpessuore ©) User Type
| ©) Raw Data
| — o
[T Track3 210 BPI 5 BPC 0Odd Parity 0

22



4. Routine Instandhaltung:

Das magnetische Lese-/Schreibgerat erfordert bei
taglicher Nutzung eine Instandhaltung um einen
verlasslichen Betrieb zu gewahrleisten.

Methode wie folgt:

(1). Reinigen Sie den Kopf:

Reinigen Sie den Kopf wie folgt vor der Nutzung

oder wenn die Maschine mehrmals in Betrieb war und
Schreibfehler anzeigt:
Nutzen Sie die klebrige Seite der trockenen
Reinigungsseite, schlieRen Sie den Kopf um diese 5-10
Mal durch den Schlitz zu ziehen.

(2). Fuhrungsschlitze reinigen

a. Legen Sie die umwickelte Reinigungskarte an die
Kante des Fuhrungsschlitzes.
b. Geben Sie die saubere Karte in die Kante des

Kopfes und reinigen Sie beide Seiten des Kopfes.

23



**\/ersichern Sie sich, dass Sie nach der Reinigung
keine Fasern in den Schlitzen oder dem Kopf
hinterlassen. Achtung: Dieses Benutzerhandbuch
versucht die Informationen akkurat und prazise zu halten.
Das Bild und der Inhalt dienen lediglich Ihrer Referenz.
Bitte beziehen Sie sich auf das tatséchliche Produkt
sollte sich etwas unterscheiden oder aktualisiert werden.
Gute Ratschlage sind willkommen, sodass wir unsere
Produkte und unseren Service verbessern kénnen.

For more information about us,please visit our website
www.osayde.com
Thank you very much for choosing OSAYDE
Company Name: SHENZHEN HTT CO.,LTD
Add :B602 HuaChuangDa Building , Xinghua YiLu,42#
District ,Bao'an ,shenzhen ,China
TEL:0086-0755-29354651
FAX: 0086-0755-29354655
Email:sales@osayde.com
Standard Compliance :1SO7811.1SO7816.ROHS.CE and
FCC

www.osayde.com
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MSR PRO #A{fH#IE
C DJE I BB, OSAYDE HiR 7 — MY —K & ZHEA
HEHCHOINEI TS ET,

AETE. AMBOWMI PO REEFIEEZHIL £
T BHICH AN L SFATIHED L, IELL B
fin <2 an,

WOPFOHHETEG . ODT LD 3 & D WCHIEDEHAT
WARPICREL T 8w,
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WA O Tl

THENEN 2Ny 7=V I UTO b OB A S T
ET. BV L ZATCUNT THERSIZS L, 6. M
BCTEEMLTE 948, TT— REMHCHHER A
HO &L oMY E TS,

1 | MSR Pro %A — Y —& 1
2 |USBa—~F 1
3|75 A—F 20
4 | 7V —=v7 HA—F 1
5 | 8GB USB(HMI) 1
6 | MSR PRO Hu4l 81 2 1
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1.7 b7 x74 >R M—VFIH

AR EFEHT 2077V r—y a3y V7 bEA
VAPV TRIRERD Y £ F

1D USB # Windows ¥ A7 A2 Ea—KRIZ+
v bL T, MSRProSetup #&7v2 Y v 7 L THREIL
TS0,

HHO [NEXT] #2729 v 2 L. %7 L %5 [Finish]
#7VvILET RIANRNAYAL—FHBBT LIS,
IYE2—RTAZ by 7Ry a—bhy A= 2—
TAIAVHRRSINE T, Db

HEDOUSB% MacOS v A7 42 Ea—RIZty b
L ¢, #EPRIEIX Windows ¥ 27 43> E2—R& LH
LC9, Mac OS Y A7 A3 Y E2—RKRD/NAT— KX
(0000) &72>TWET,

UFEYZ b7 274 YA P—VDY > 7 &HASE
TIH&E 9.

UFEYZ b7 274 YA =V DY ¥ 7 EHASE
TIH&E 7.

http://www.osayde.com/wp-content/uploads/2016/10/0
SAYDE-MSR-Pro.zip
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D, AR
MSR PRO 54— F Y —& O#EL )5 M XK R
LTWwW3ilHTT,

=\ BEINE
(LT O#E77:1d windows & 2 7 A TOEAEIC &

N&ET.)

WRA— RN —KEarya—gBEL{EEE R

g UTOL ) ZBEETI)enTE &7
1L.USB AU —7 v 77 A bEHESHL &7,
AKX TEOUSB Cav Ea—REBLGL 3. /7 &4
D5 A PATILIEWT N EHEOREMAET L Tw
2EERLET.
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2 JE GRS

TAID My T a—MNhy MAZa—%5FZE.
-

mETET 12l (hiE. A vt—JHIc [device

MSRX6

online] AFRENET,

&
Message
| Device Online! Magnetic Stripe Card
Reader/Writer
[]Trackl 210 BPI 7 BPC Odd Parity 0 REVH2.30
Select Card Type
(@ Hi-Co
Select Data Type
[Trackz 75 BPI 5BPC Odd Parity 0
Write Read
Copy Compare
[JTrack3 210 BP1 5 BPC_Odd Parity 0
Write Read
From File To Fie
Seqg.Write Setup...
== Change
Password
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Exit



3. T—REFIAA

Data_Type | id . XI5 L o LFR/H5E FF v 7L 1.2,
suAﬁbfﬁmu\ Write RExvE7Yy 7L,
YO = ROWKE T THE . THEDOTICH

&Il g,

BELIZAE—RTH—FE)—KXAY) y bDLmEE
ANBTE TR G LI NSy JICERRSNET.
NTy 2 1OBRATEE 76, 5 v 2 2 ORKTTH
37 Ty 7 3DRRLFHIL 104 LFE D £F.

F4NSK Utility Progran (for HID & Blustooth) wd.01

Message

I~ Trackl 210BF1 7 BPC Odd Party 7

llll1111\lllll11111lllll1111llllllllllllllllllllllll
111111111

Convect Device
HID

RIW: REVH2 38
Card 150 Date

S S
# HiCa

I~ Track? 75BF1 5BPC Odd Perity a7
[EEERTUEEREE R R EREREEFERREREREERFREEY Wie | Beed
Wale Asad.
FromFe | TpFis
Seg Wite | Compare
Erase | Copy
I~ Trackd 210BF 5 BPC Odd Party 104
TITIIILI1I I Ia I I I L3111 1L 1111311111111 Corig
e R e R e e R R e SR R R e R R IR REEEEEIRERREE! )
Sl
mmond
MNea |
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4.7 — R A&

Read KR E 7YYy L ET T2V A—FD
WA TR E. TEHOFTECHL L BE
LEAE—FTH—FREY—KRAY vy bOH»6ENHE
FTEL TN, WELE NSy KRS E T,

FANSE Ttility Progran (for HID & Bluctooth) v3.01

Message
[Read card <> oK
T Treckl 78PCOddPeity 78

4
11111111111111111111111111111113111111111111111111111
1111111111111111111111112

T Track? SBPC Odd Parity E:]
-11111111111111111111111111111111111117

T Tredd 5BPC Odd Parky 106

-11111111111111111111111111111111111111111111111111 Corfig
111111111111111313333113333333311333333333333113311 Deze =
1117
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KRRy %2V oL &ET. 750 H—N
DAY & FTHEC, THHOH ML &Il %
ELIAE=RTAHA—RFEY—=KRAY)y FOHELSEN
WY e, A—NOF—KXBHIBRSN £ 7,

Message Conneet Device

HID -~
I~ Trackl 210BPI 7 BPC Odd Parity 1]

RMW: REYH2.39

Card: 130 Data

* Hi-F .
I~ Track? 75BPI 5BPC Ode Parity 0
I~ Trackd 210BFI 5BPC Odd Parity 0

Config.
Device
Set
Password

T Bt |
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BHE AR T — FERE:
Shange kv kY sLET. ART—FE

ANHL. HERELET. "AV— P R#EEZRET T30
Wy [OK) ®&>v%20y 2L &7,

Message 2
Device Online! Magnetic Stripe Card
Reader/Writer
["1 Tracki 210 BPI 7 BPC Odd Parity 0 REVH2.39
Select Card Type
© Lo-Co
© Hi-Co
Password Dialog Saect Data Type
I [l Track2
©§ Enter Password: |
ELS
| »! ) Re-Enter Password:
| it new password
s ==
Compare
["1Track3 210 BPI 5BPC 0Odd Parity 0

Write Read
From File To File
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W.HE A> 7+ > !
W7 — Y — X OAEREEME 2 RAE T 2 2012
HIEHO A > 7 F Y A EB#ILOVLEIDH ) £ 7.

AV T F Y RATIEEIRDE) TH,

1L A—=FY =Ny FOZY—=v7

FAEEDHT. gl mAaN) =7 =40 IR L A

T35 UWTOHETI Y —=> 7 7o T2

S,

V== = FOMEME A —FY =K DA

v NEHSH, 5~10H Y —X A Y v bzl &

ER

2. A4 PRy b ORFERK
D IV—=v 7 Hh—PNEH—EEET. HA PR
oy MO AN E T,

DI N—= T H—NEHANZAB Y MZLi, 7
—FY =Ny FOMAITHIZCEH AL T&h
Wizl £9,

D RO EZ. M oHiMiE Aoy P Eld Ny P
RS ZWwE DIERL TLES 0,
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AR E S . R B P UBROEES 24EFL T
ERRL TB Y & 445, Eiffd 30 IELFNRCRY) B H
2EE . FEWEFEAE L TS L,
RADBHBBEF—CREHESTZENTEDRLD
s ROEREERHBLTED £7,

i L %E: 1SO7811.1SO7816.ROHS.CE and
FCC

Wz S>XF LT, HIZFELWEHZ FRE URL
IZTIBRITZE Y,

www.osayde.com

OSAYDE.%# ZH|HW=72& F LT, slch v n
EHTENWE L,

St R AR A E A TR ]

T PEARERE TR XK BEE— K IER] S
B KJ/E B602

TEL: 0086-0755-29354651

FAX: 0086-0755-29354655
E-Mail: sales@osayde.com
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